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Housing diameter (mm) PG 40 50 63 80 100 160

Description Price €
Part no.

Price €
Part no.

Price €
Part no.

Price €
Part no.

Price €
Part no.

Price €
Part no.

Housing nickel-plated 3 38064 38065 38066 --- --- ---

Push on bezel nickel-plated 3 38250 38251 38252 38253 38254 ---

Housing stainless steel 304, vibratory-finished  
(extra charge, instead of steel housing) 3 38256 38257 38258 --- 38300 ---

Housing stainless steel 304, polished  
(extra charge, instead of steel housing) 3 38259 38260 38261 --- 38314 ---

Push on bezel stainless steel 304, polished 3 38262 38263 38264 --- --- ---

Connection socket nickel-plated 3 38082 38083 38084 38085 38086 38087

Connection socket with special thread - On 
request

On 
request

On 
request

On 
request

On 
request

On 
request

Damping screw brass – hole  
0.3 – 0.5 – 0.7 mm (please specify) 2 38095 38096 38097 38098 38099 38100

Red mark on dial - 38182 38183 38184 38185 38186 38187

1 reference pointer, red, printed on window 1 38315 38316 38109 Standard Standard ---

2 reference pointers, red, on dial, adjustable 1 --- --- --- --- 38123 ---

Printing block costs per scale and colour (scale 
design as per EN 837-1, others on request) - 38151 38152 38153 38154 38155 38156

Printing costs per additional colour - 38163 38164 38165 38166 38167 38168

* Minimum order quantity for special versions (non-stock items) = 100 pieces per version and delivery. Blue part no. = in-stock items

Extra charges* for standard Bourdon tube  
pressure gauges

Housing diameter (mm) 40 50 63 80 100 160

Description Price €
Part no.

Price €
Part no.

Price €
Part no.

Price €
Part no.

Price €
Part no.

Price €
Part no.

Plastic window,  
clip-in, for plastic housing 38285 38271 38272 38273 38274 ---

Plastic window,  
clip-in, for steel housing 38275 38276 38277 38317 38318 ---

Instrument glass window --- --- --- 38278 38279 38280
 Blue part no. = in-stock items

Spare windows for  
standard Bourdon tube pressure gauges

Bourdon tube Pressure gauges

DG: M

DG: M, PG: 1 

1




